

















RECYFIX®HICAP® G - Installation drawings
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Installation example

in asphalted areas class F 900
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Bezeichnung:

RF-HICAP-G-200 Einbau in Asphalt D 400

Installation example

in asphalted areas class F 900
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RECYFIX®HICAP® F CHANNELS

Proposed specifications for NW 100,150 and 200 mm;

all types
1. linm

RECYFIX HICAP F type ,
nominal width mm, consisting of en-
closed channel body in PE-PP, with inlet adap-
ter, height mm, and integral ductile iron
slot inlet with inlet design, load class
A15to F 900, length 1000 mm,
art. no.
All to be supplied and laid in accordance with
the manufacturer’s installation instructions.
Quality in acc. with DIN EN ISO 9001:2000
Manufactured by: Hauraton GmbH & Co. KG

P. 0. Box 16 61

D-76437 Rastatt, Germany

Tel.: +49-7222-958-0

Fax: +49-7222-958-102

E-Mail: export@hauraton.com

Proposed specifications for NW 300; type 750/200

2. linm

RECYFIX HICAP F type ,
nominal width mm, consisting of
enclosed channel body in PE-PP, with inlet ad-
apter, height 200mm, and integral ductile iron
slot inlet with inlet design, loading
category A15 to E 600, length 1000 mm,
art. no.
All to be supplied and laid in accordance with
the manufacturer’s installation instructions.
Quality in acc. with DIN EN ISO 9001:2000
Manufactured by: Hauraton GmbH & Co. KG

P. 0. Box 16 61

D-76437 Rastatt, Germany

Tel.: +49-7222-958-0

Fax: +49-7222-958-102

E-Mail: export@hauraton.com

Proposed specifications for NW 300 and 680 mm;
type 750/300 and type 860/300

3. linm

RECYFIX HICAP F type ,
nominal width mm, consisting of
enclosed channel body in PE-PP, with inlet
adapter, height 300 mm, and integral ductile
iron slot inlet with inlet design,
load class A15 to F 900, length mm,
art. no.
All to be supplied and laid in accordance with
the manufacturer’s installation instructions.
Quality in acc. with DIN EN ISO 9001:2000
Manufactured by: Hauraton GmbH & Co. KG

P. 0. Box 16 61

D-76437 Rastatt, Germany

Tel.: +49-7222-958-0

Fax: +49-7222-958-102

E-Mail: export@hauraton.com

Proposed specifications for NW 680 mm; type 860/200

4. linnm

RECYFIX HICAP F type ,
nominal width mm, consisting of
enclosed channel body in PE-PP, with inlet ad-
apter, height 200mm, and integral ductile iron
slotinletwith__ inlet design, loading
category A15to D 400, length 1142 mm,
art. no.
All to be supplied and laid in accordance with
the manufacturer’s installation instructions.
Quality in acc. with DIN EN ISO 9001:2000
Manufactured by: Hauraton GmbH & Co. KG

P. 0. Box 16 61

D-76437 Rastatt, Germany

Tel.: +49-7222-958-0

Fax: +49-7222-958-102

E-Mail: export@hauraton.com




RECYFIX®HICAP® G CHANNELS

Proposed specifications for NW 100, 150, 200 and 300 mm;
all types
5. linm RECYFIX HICAP G type ,
nominal width mm, existing of PE-PP
channel body and inlet adaptor made from
ductile iron, height 302 with end-to-end slot
on the surface, SW 20 mm, loading capacity
A 15 - F 900, length 1000 mm, art. no.
All to be supplied and laid in accordance with
the manufacturer’s installation instructions.
Quality in acc. with DIN EN ISO 9001:2000
Manufactured by: Hauraton GmbH & Co. KG
P.0.Box 16 61
D-76437 Rastatt, Germany
Tel.: +49-7222-958-0
Fax: +49-7222-958-102
E-Mail: export@hauraton.com

6.___ pcs.
7. ___pcs.
8.___ pcs.

GRATINGS

RECYFIX HICAP type ,
galvanised end cap, for either end of channel,
art. no.

RECYFIX HICAP type ,
galvanised end cap, WITH OUTLET, with hori-
zontal KG pipe spigot DN ____ ,art.no.___
RECYFIX HICAP type ,

connector plate from NW to NW ,
art. no.
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HAURATON GMBH & CO. KG

WERKSTRASSE 13
EXPORT@HAURATON.DE
WWW.HAURATON.COM

76437 RASTATT
TEL. +49 7222 958 0
FAX +49 7222 958 102

GERMANY






